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WELDED WIRE MESH HEXAGONAL WIRE NETTING
电焊网 六角网 

Galvanized /PVC COATED Welded Wire Mesh

Specification in British 
System

Specification in British 
System

Size

Mesh BWG Mesh Gauge Width Length

1"x2" 14 25.4mmx50.8mm 2.1mm

2'to 7' 10'to 300'

1"x2" 15 25.4mmx50.8mm 1.82mm

1"x2" 16 25.4mmx50.8mm 1.65mm

1"x2" 17 25.4mmx50.8mm 1.47mm

1"x1" 14 25.4mmx25.4mm 2.1mm

1"x1" 15 25.4mmx25.4mm 1.82mm

1"x1" 16 25.4mmx25.4mm 1.65mm

1"x1" 17 25.4mmx25.4mm 1.47mm

1"x1" 18 25.4mmx25.4mm 1.24mm

1"x1" 19 25.4mmx25.4mm 1.06mm

3/4"x3/4" 16 19mmx19mm 1.65mm

3/4"x3/4" 17 19mmx19mm 1.47mm

3/4"x3/4" 18 19mmx19mm 1.24mm

3/4"x3/4" 19 19mmx19mm 1.06mm

3/4"x3/4" 20 19mmx19mm 0.88mm

1/2"x1" 17 12.7mmx25.4mm 1.47mm

1/2"x1" 18 12.7mmx25.4mm 1.24mm

1/2"x1" 19 12.7mmx25.4mm 1.06mm

1/2"x1/2" 18 12.7mmx12.7mm 1.24mm

1/2"x1/2" 19 12.7mmx12.7mm 1.06mm

1/2"x1/2" 20 12.7mmx12.7mm 0.88mm

1/2"x1/2" 21 12.7mmx12.7mm 0.81mm

1/2"x1/2" 22 12.7mmx12.7mm 0.71mm

1/4"x1/4" 23 6.35mmx6.35mm 0.63mm

3/8"x3/8 21 9.35mmx9.35mm 0.81mm

Galvanized /PVC COATED Hex.Wire Netting

Specification in British 
System

Specification in British 
System

Size

Mesh BWG Mesh Gauge Width Length

1/2" 22 12.7mm 0.71mm

2'to 7' 10'to 300'

1/2" 23 12.7mm 0.63mm

1/2" 24 12.7mm 1.65

1/2" 25 12.7mm 1.47

1/2" 26 12.7mm 2.1mm

5/8" 21 15.87mm 1.82

5/8" 22 15.87mm 1.65

5/8" 23 15.87mm 1.47

5/8" 24 15.87mm 1.24

3/4" 20 19mm 1.06

3/4" 21 19mm 1.65

3/4" 22 19mm 1.47

3/4" 23 19mm 1.24

1" 19 25.4mm 1.47

1" 20 25.4mm 1.24

1" 21 25.4mm 1.06

1-1/4" 19 31.75mm 1.24

1-1/4" 20 31.75mm 1.06

1-1/4" 21 31.75mm 0.88

1-1/2" 18 38.1mm 0.71

1-1/2" 19 38.2mm 0.63

1-1/2" 20 38.3mm 0.81

2" 18 50.4mm

2" 19 50.4mm

2" 20 50.4mm

Varieties available:galvanized before welded (hot-dipped & electro), 

galvanized after welded (hot-dipped & electro)and PVC coated (inside 

black wire & galvanized wire).

Packing: wrapped with waterproof paper or plastic shrink film or at 

customer's option.

Customized production are available as per the customer's option. 

Varieties available:galvanized before woven (hot-dipped & electro), galvanized after woven (hot-dipped) and 

PVC coated (inside black wire & galvanized wire).

Packing: wrapped with waterproof paper or plastic shrink film or at customer's option.

Customized production are available as per the customer's option. 

安加 安加

Remark Remark
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SQUARE WIRE MESH

CRIMPED MESH/BBQ MESH 

方眼网 

轧花网 /烧烤网

Square Wire Mesh

Gauge Mesh Gauge Mesh

BWG15 2x2 BWG23 6x6

BWG16 2x2 BWG24 6x6

BWG19 3x3 BWG25 6x6

BWG20 3x3 BWG26 6x6

BWG20 4x4 BWG24 8X8

BWG21 4x4 BWG25 8X8

BWG22 4x4 BWG26 8X8

BWG23 4x4 BWG27 8X8

BWG22 5x5 BWG26 10X10

BWG23 5x5 BWG27 10X10

BWG24 5x5 BWG28 10X10

BWG25 5x5 BWG29 10X10

BWG22 6x6 BWG30 10X10

      Remark

Gauge: BWG15 to BWG30

Mesh: 2 to 10

Width: 2'to 7’

Length: 10'to 300'

Varieties available: hot-dipped galv. before/after weaving, electro galv. before/after weaving

Packing: wrapped with waterproof paper+plastic bag+plastic woven bag

    Remark

Material: steel wire, low carbon wire, stainless steel 

wire 

Varieties available: black wire, electro galvanized, hot-

dipped galvanized, powder coating

Size: according to customers’ requirement. 

Usage: fence of highway; screen of heating devices, 

filter for cars, trucks, tractors; etc.

Packing: wrapped with plastic woven bag

安加

安加

STAINLESS STEEL WIRE MESH 
不锈钢编织网 

Stainless steel wire mesh and stainless steel wire 

cloth products are widely used in petroleum,

chemical industry, environment protection, mine,

airspace, paper-making, elctronic, metallurgy etc. 

Material Type: 201, 304, 304L, 316, 316L.

Special size and specification are available

according to customer's requirement. 

STAINLESS STEEL WIRE MESH 

Mesh/inch
Wire dia Apeture

Mesh/inch
Wire dia Apeture

mm mm mm mm

10x10 0.64 1.91 60x60 0.178 0.25 

10x10 0.51 2.03 70x70 0.165 0.20 

12x12 0.584 1.52 80x80 0.14 0.18 

12x12 0.508 1.60 90x90 0.127 0.16 

14x14 0.584 1.22 100x100 0.114 0.14 

14x14 0.508 1.30 100x100 0.089 0.15 

16x16 0.457 1.13 110x110 0.101 0.129

18x18 0.432 0.98 120x120 0.094 0.1168

20x20 0.508 0.76 150x150 0.066 0.1041

20x20 0.406 0.86 160x160 0.063 0.0965

24x24 0.356 0.70 180x180 0.058 0.0838

30x30 0.330 0.52 200x200 0.053 0.0737

30x30 0.305 0.54 250x250 0.040 0.0610 

35x35 0.279 0.45 270x270 0.040 0.0533

40x40 0.254 0.38 300x300 0.038 0.0457

50x50 0.229 0.28 325x325 0.035 0.0432 

50x50 0.203 0.31 400x400 0.025 0.0375

60x60 0.191 0.23 500x500 0.025 0.0254

安加

安加
STRONG STAINLESS STEEL SECURITY SCREEN  

金刚网

Strong Stainless steel security screen may look like an ordinary 

steel fly screen, and although it does this job extremely well 

by allowing 70-80% of the breeze to flow through your home, 

whilst keeping bugs and intruders out, the real advantage of 

this product lies in its ability to withstand incredible force. 

Mesh size: 8x8mesh, 10x10mesh, 11x11mesh, 12x12mesh

Available color: black, white, gray, cream
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FIBERGLASS WINDOW SCREEN 

PLASTIC WINDOW SCREEN

玻纤窗纱 

塑料窗纱 

Fiberglass Window Screen 

Mesh Weight Size Color

12x12

85g/㎡ 

100g/㎡ 

110g/㎡ 

115g/㎡ 

120g/㎡

W：2' to 6' 

L：50' to 300'

White, black, green, yellow, gray,  

grey + white (warp: Gray and 

weft: White) 

14x14

16x16

16x14

18x16

Packing: plastic woven bag/carton box or as customer's requirement

Plastic Window Screen

Mesh Gauge(mm) Size Color

12x12

0.15-1.0
W：2' to 6' 

L：50' to 300'

green, gray, blue,

black, white etc.

14x14

16x16

18x14

22x22

30x30

Packing: inside plastic film outside plastic bag or according to 
customer's requirement

AL-MA ALLOY WIRE WINDOW SCREEN

ELECTRO GALVANIZED WIRE WINDOW SCREEN 

ENAMELLED IRON WIRE WINDOW SCREEN 

铝合金窗纱

镀锌窗纱

烤漆窗纱

AL-MA Alloy Wire Window Screen 

Mesh Gauge(mm) Size Surface treatment

14x14

0.19-0.35
W:2' to 6' 

L: 50' to 300'

white wash 

SS finish 

powder 

coating

(white, black, gray, 

cream)

16x16

18x18

20x20

Packing: inside plastic bag outside carton box, or as customer's 

requirement

Electro Galvanized Wire Window Screen 

Mesh Gauge(mm) Size Surface treatment

12x12 0.23, 0.25

W:2' to 6' 

L: 50' to 300'

electro galvanized 

blue finish 

powder coated 

(white,black,gray,cream)

14x14 0.21, 0.23, 0.25

16x16 0.21, 0.23, 0.25

18x18 0.19, 0.21, 0.23, 0.25

22x22 0.17, 0.19, 0.21, 0.23

24x24 0.17, 0.19, 0.21

Packing: water-proof paper +plastic bag+plastic woven bag

Enamelled Iron Wire Window Screen 

Mesh Gauge(mm) Size Color

12x12 0.23, 0.25

W:2' to 6' 

L: 50' to 300'
blue, green, dark green

14x14 0.21, 0.23, 0.25

16x16 0.21, 0.23, 0.25

18x18 0.19, 0.21, 0.23, 0.25

22x22 0.17, 0.19, 0.21, 0.23

24x24 0.17, 0.19, 0.21

Packing: water-proof paper +plastic bag+plastic woven bag, or as 

customer's requirement.

安加

安加

安加

安加

安加
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STAINLESS STEEL WIRE WINDOW SCREEN

EXPANDED ALUMINIUM/STEEL SHEETPERFORATED METAL SHEET 

不锈钢窗纱

铝 /钢板网冲孔板

Stainless Steel Wire Window Screen

Mesh Gauge(mm) Size 

12x12 0.25, 0.30

W:2' to 6' 

L: 50' to 300'

14x14 0.21, 0.23, 0.25

16x16 0.21, 0.23, 0.25

18x18 0.19, 0.21, 0.23, 0.25

20x20 0.17, 0.19, 0.21, 0.23, 0.25

Packing: water-proof paper +plastic woven bag

Steel plate 

thickness

Grid
Steel plate size

SWM LWM

≤1.5mm

12 25

W:0.5m to 2.4m

L: 1m to 20m

14 25

12.5 26

13 26

13 27

15 30

≤2.0mm
14 25

15 30

18 30

≤3.0mm

12 32

23 40

23 50

28 50

30 60

≤4.0mm

40 80

45 80

44 100

50 100

≤8.0mm

40 80

44 100

50 100

64 150

100 200

Other specification and size can be produced according to 
customer's requirement.

Steel plate 

thickness(mm)

distance short 

(mm)

distance long 

(mm)
strip (mm)

0.5 2.5 4.5 0.5

0.5 10 25 0.5

0.6 10 25 1

0.8 10 25 1

1 10 25 1.1

1 15 40 1.5

1.2 10 25 1.1

1.2 15 40 1.5

1.5 15 40 1.5

1.5 23 60 2.6

2 18 50 2.1

2 22 60 2.6

3 40 80 3.8

4 50 100 4

4.5 50 100 5

5 50 100 5

6 50 100 6

8 50 100 8

Other specification and size can be produced according to 
customer's requirement.

BRICK MESH / CORNER BEADS
墙角网

EXPANDED BRICK MESH
Used primarily as anti+cracking reinforcement in the 

construction of brick and block masonry.

BRICKNET
It is another special galvanized type of netting.

That is used as reinforcement in brick laying.

Hot-dipped galvanized after weaving

70mm width with 45.7 meters roll.

Corner bead creates a rust proof, dent resistant finished corner.
Available in multiple lengths to help reduce waste and minimize 

splicing. The intricate pattern of holes allows mud to penetrate 

through the bead to the drywall. The bead becomes a part of the 

wall. Easy to use. Simply fasten to the drywall and you're ready to 

mud.

WELDED BRICK MESH
It is a special galvanized type of welded mesh

Used as reinforcement in bricking laying.

Width Length Thickness

64mm 20m 0.45mm

144mm 20m 0.45mm

178mm 20m 0.45mm

229mm 20m 0.45mm

305mm 20m 0.45mm

Mesh Width Length

23x45mm 70mm 46m

23x45mm 90mm 46m

23x45mm 160mm 46m

Flange size Thickness Length

60mm 0.45mm 3m

60mm 0.45mm 3m

60mm 0.45mm 3m

30mm 0.45mm 3m

Flange size Thickness Length

45mm 0.45mm 3mFlange size Thickness Length

32mm 0.50mm 3m

安加

安加 安加

安加

Specification

Specification

Corner bead is available in stainless steel, powder coated, galvanized 

steel or aluminum. We can offer series expanded metal fabricated 

products including rib lath and corner beads for construction.

Corner beads can be supplied in expanded metal or perforated metal, 

mainly used for plastering of walls. finishing can be hot-dipped or 
electro galvanizing. We are also able to produce other size according to 

customer's request.
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BARBED WIRE RAZOR WIRE
刺绳 刀片刺绳

Galvanized barbed iron wire is used in industry, agriculture, animal husbandry, dwelling house, or fence.

Varieties available:electro galvanized and hot-dipped galvanized.

Length:100m, 200m, 250m, 275m, 400m, 500m etc. 

Packing:nude packing or as per customer's requirement.

The length and diameter of the coil can be 

designed according to the customer's needs.

Material available: galvanized steel sheet and 

wire, or stainless steel sheet and wire

Packing:waterproof paper+plastic woven bag or 

as per customer's requirement. 

Gauge Wire dia (mm)

Length (m/kg)

Barbed spacing 
5"(12.5cm)

Barbed spacing 6" 
(15cm)

12x12 2.7x2.7 7.2 7.6

12x14 2.7x2.1 8.3 8.5

12-1/2x12-1/2 2.5x2.5 8.3 8.7

12-1/2x14 2.5x2.1 9.2 9.5

13x13 2.4x2.4 9.5 10

13x14 2.4x2.1 10.3 10.7

13-1/2x14 2.3x2.1 11.5 11.8

14x14 2.1x2.1 12.5 13.1

14-1/2x14-1/2 1.9x1.9 14.3 15.1

15x15 1.8x1.8 16.6 17.5

15-1/2x15-1/2 1.7x1.7 18.4 19.3

16x16 1.65x1.65 19 20

Size Blade type Thickness Wire Dia Barb Length Barb Width Barb Spacing

BTO-12 0.5mm 2.5mm 12mm 13mm 26mm

BTO-18 0.5mm 2.5mm 18mm 15mm 33mm

BTO-22 0.5mm 2.5mm 22mm 15mm 34mm

BTO-28 0.5mm 2.5mm 28mm 15mm 34mm

BTO-30 0.5mm 2.5mm 30mm 18mm 34mm

CBT-60 0.5mm 2.5mm 60mm 32mm 96mm

CBT-65 0.5mm 2.5mm 65mm 21+/-1 100

Outside No.of Loops
Standard Length 

per coil
Type

450mm 33 8m CBT-65
500mm 41 10m CBT-65
700mm 41 10m CBT-65
960mm 53 13m BTO-12.18.22
500mm 102 16m BTO-12.18.22
600mm 86 14m BTO-12.18.22
700mm 72 12m BTO-12.18.22
800mm 64 10m BTO-12.18.22
960mm 52 9m BTO-12.18.22

安加 安加

Specification

Razor Blade Specification

Razor Wire Specification
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GALVANZIED WIRE 

PVC COATED IRON WIRE 

CUT WIRE 

BLACK WIRE 
镀锌丝

涂塑铁丝

切断丝

黑烧丝

Hot-dipped galv. wire & Electro galv. wire

Wire dia (mm) Gauge

4.0mm-0.30mm BWG8-BWG30
Tensile strength 350-550Mpa

Zinc coating: 20-32g/m², 8-15g/m²

Pakcing: inside plastic film, outside PVC or hessian cloth

Core diameter Outside diameter

1.0mm-3.5mm 1.4mm-4.0mm

BWG11-20 BWG8-BWG17
Tensile strength 350-550Mpa

Color: green, blue, yellow, orange, gray etc. 

Packing: lined with PVC strips and wrapped PVC or hessian 

cloth

The varieties of products: black annealed iron wire 

soft light annealed iron wire. 

The standard size: BWG5-BWG24

Tensile strength: 350-550Mpa

Package: 0.5-800kg/coil in the plastic film then 

gunny choth or plastic woven bag.

Straight cut wire is a kind of tie wire made with 

iron wire cutting to certain sizes after being 

straightened. 

Material: galvanized iron wire, black annealed 

wire or PVC coated wire. 

Standard wire diameter: 0.6mm-6.0mm. 

STAINLESS STEEL WIRE 

NAILS

不锈钢丝

钉子

Diameter(mm)
Standard

Tolerance(mm) Max.Deviation(mm)

0.32-0.45 ±0.006 ±0.006

0.50-0.75 ±0.006 ±0.006

0.80-0.95 ±0.008 ±0.008

1.00-1.25 ±0.010 ±0.010

1.30-1.50 ±0.010 ±0.010

1.60-1.80 ±0.015 ±0.015

2.0-2.5 ±0.015 ±0.015

3.0-4.0 ±0.015 ±0.015

Common nails    

Roofing nails   

Concrete nails, etc   

Material: iron, steel, carbon steel, stainless steel    

Length: 1/2" to 6"    

Shank diameter: BWG3-BWG20   

Surface: galvanized/hot-dipped/polished    

Package:1kg/2kg/2.5kg/5kg/20kg/25kg per carton with plastic bag 

inside, or according to customer's requirement.    

安加 安加

安加

安加

安加

安加
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FIBERGLASS NETTING 
玻纤网格布

Recommended application: external wall thermal 

insulation. Fiberglass mesh is woven by fiberglass yarn 
as its basic fabric, then coated by alkaline resistant 

latex. It has a feature of fine alkaline-resistance, high 
tensile strength of warp and woof. 

Advantage: softness and easy use for construction can 

help reducing consumption quantity of plaster motar. 

Common specifications: 

Length/roll: 50-200m    

Width/roll: 1m-2m    

Color: white(standard), orange, blue, yellow etc.  

Packing: each roll shrank wrapped, then by 

plastic woven bag, or according to customer's 

requirement.  

Mesh size weight/sqm

4x4mm 75g-165g

5x5mm 60g-160g

10x10mm 80g-120g

SAFETY NET
安全防护网

Name Plastic Safety Net 

Series BR&SR 

Raw material new HDPE with UV stablized 

Mesh size 

BR series (70x40mm, 80x40mm, 100x40mm, 110x40mm, 70x26mm, 80x26mm, 
90x26mm, 100x26mm, 110x26mm) 

SR series (65x36mm, 70x40mm, 60x40mm, 50x30mm, 50x50mm all availble)

Weight 80-400g/sqm

Width 1m, 1.2m, 1.22m, 1.5m, 1.8m

Length 20-100m 

Packing usually packed in rolls in transparent film 

Feature 
High strength, Ageing resistance, Anti-corrosion, Easy to install and take down, Re-

usable, Flexible and light weight

Application

Construction sites, Work sites, Open excavations, Sport events, Catwalks, Crowd 

control, Snow &sand fencing, Hazardous walk areas, New building construction 

warning and restrict

安加

安加

安加

GABIONS

MATTRESS

石笼网

石笼网床垫

Gabions is a newly produced hexagonal iron wire netting 

with double-twist weaving and thick wire gauge. Because 
of its strength and flexibility, this net has been often used 
to prevent rocks and debris from railways.

This solution can also help to establish vegetation. The 

gabions and mattresses made with this net are widely 

used such as river training, lining of steep slopes, linging 

of canaIs and dams, bridge pillars protection etc.

Mesh available: 100mm x 80mm, 80 x 60mm, 

120mm x 100mm.

Wire available: heavy galvanized wire, pvc coated wire

Wire diameter

Heavy galvanized wire:2.2mm, 2.7mm, 3.0mm, 

3.4mm, 3.9mm

PVC coated wire:2.0/3.0mm, 2.5/3.5mm, 3.0/4.0mm

In 50m rolls with width up to 4m

Wire diameter

Heavy galvanized wire:2.2mm, 2.7mm, 3.0mm, 

3.4mm, 3.9mm

PVC coated wire:2.0/3.0mm, 2.5/3.5mm, 

3.0/4.0mm

The other diameter and mesh size may be 

available by customer's request

Unit size

length x width x height

No. of

partitions

1.0m x 1.0m x 1.0m 0

1.5m x 1.0m x 0.5m 0

1.5m x 1.0m x 1.0m 0

2.0m x 0.5m x 0.5m 1

2.0m x 1.0m x 0.3m 1

2.0m x 1.0m x 0.5m 1

2.0m x 1.0m x 1.0m 1

3.0m x 1.0m x 0.5m 2

3.0m x 1.0m x 1.0m 2

Unit size

length x width x height

No. of

partitions

3.0m x 2.0m x 0.3m 2

4.0m x 2.0m x 0.3m 3

5.0m x 2.0m x 0.3m 4

6.0m x 2.0m x 0.3m 5

安加

安加

SHADE NET 
遮阳网

Net weight 50g/m2-300g/m2 

Width 1m, 2m, 4m or by requirements 

Length 10m-50m or by requirements 

Shade rate 30%-95% 

Color 
green, black, dark green, yellow, grey, blue, 

white or by requirements 

Material 100% new material (HDPE)
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Gabions are stone filled wire cages, which were used in landscaping as a retaining wall to retain or 

protect slopes from erosion along river banks. This new gabions made of welded mesh panels are easy 

for assembling and is ideal used as decoration walls in the gardens. One compartment set includes 6pcs 

mesh sheet and 12pcs spirals, additional strengthening wire hooks are included for big sizes.

Mesh sizes avallable: 5x5cm, 5x7.5cm, 5x10cm

Length Width Height

30cm 30cm 30cm

60cm 30cm 30cm

45cm 45cm 45cm

60cm 45cm 45cm

60cm 60cm 60cm

90cm 60cm 60cm

50cm 50cm 50cm

100cm 50cm 50cm

150cm 50cm 50cm

200cm 50cm 50cm

Mesh size normal pitch of wire Wire size Supplied in

Main (mm) Cross(mm) Main(mm) Cross(mm)

Square mesh 

fabric

200 200 10 10

sheet only 

2.4x6m

200 200 9 9

200 200 8 8

200 200 7.1 7.1

200 200 6.3 6.3

200 200 5.6 5.6
sheet or roll

200 200 4 4

Design mesh 

fabric

100 200 12 12

sheet only 

2.4x6m

100 200 11 11

100 200 10 10

100 200 9 9

100 200 8 8

100 200 7.1 7.1

100 200 6.3 6.3

100 200 5.6 5.6

Longitudinal 

mesh fabric

100 300 6.3 4 sheet only 

2.4x6m100 300 5.6 4

Special

100 300 4 4

sheet or roll 

2.4x6m
100 300 4 4

100 300 3.55 3.55

Remark:All dimension can be customized as per the customers' requirement

REINFORCING MESH 
建筑网片安加

GABIONS
石笼网 安加
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No. Type Spacing of horizontal wire(MM) Width(CM) Length(m)

Spacing of 

Vertical wire 

(mm)

Top/bottom wire 

dia.+inner wire 

dia.(mm)

1 8/150/80/50 89+89+101.6+114.3+127+139.7+152.4 80 50

150/300

2.5+2.0

or as per 

customer's 

requirement

2 9/150/100/50 89+89+101.6+114.3+127+139.7+152.4+177.8 100 50

3 10/150/120/50 89+89+101.6+114.3+127+139.7+152.4+177.8+203.2 120 50

4 11/150/140/50 89+89+101.6+114.3+127+139.7+152.4+177.8+203.2+228.6 140 50

5 7/150/80/50 101.6+114.3+127+139.7+152.4+177.8 80 50

6 8/150/100/50 101.6+114.3+127+139.7+152.4+177.8+203.2 100 50

7 9/150/125/50 101.6+114.3+127+139.7+152.4+177.8+228.6 125 50

8 6/150/60/50 89+101.6+114.3+127+139.7 60 50

9 8/150/90/50 89+101.6+114.3+127+139.7+152.4+177.8 90 50

10 10/150/133/50 89+101.6+114.3+127+139.7+152.4+177.8+203.2+228.6 133 50

11 7/150/90/50 114.3+127+139.7+152.4+177.8+203.2 90 50

12 8/150/115/50 114.3+127+139.7+152.4+177.8+203.2+228.6 115 50

Available in length 50-100m, wire thickness is according to customers' requirement.

Package: wrapped with plastic film or as the order. 

Knotted wire mesh fence, also named field 

wire mesh/cattle fence/deer fence/livestock 

fence, are made of hot-dipped zinc coated 

steeel wire, offer high strength and tensile 

strength, provide safety fencing against fierce 

of cattle, horse or goats. Knotted wire mesh 

fences make an ideal fencing material for 

grasslands husbandry.

Matching post 
T-post Y-post

30x30mm, 40x40mm 30x30mm

KNOTTED WIRE MESH FENCE 
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Wire dia (mm)

Powder coated 3.5/3.65  4/4.15  4.5/4.65  5/5.15  5.5/5.65

PVC coated 3.2/4  4/5  5/6  6/7  

Mesh size(mm) 100x50, 150x50, 200x50, 200x55

Panel height(mm) 1000-2100

Panel width(mm) 2200-2500

Post height(mm) 1460-2660

Recommended 

post(mm)

Square post Round post Quick post
Bekaclip 

post

D 

post

50x50, 60x60 48, 60 50x70, 70x100 48, 60 /

Standard 

installation
Pre-buried(50-70cm) Welded joint plate (50-10cm)

Anti-corrosion 

technique
Hot-dipped Galvanized       Powder coated             PVC coated

Quality 

duration(year)
15-20

Optional parts Post crank arm, Anti-climb Panel, Barbed wire, Razor wire 

Available color White, Grey, Black, Green, Blue, Yellow, Red

Remark:All dimension can be customized as per the customers' requirement

Welded wire mesh fence has v-bend 

and visual needs reverse on vertical direction,

the panel is welded by 3.5-6mm(before 

treatment) high-strength iron wire, perfectly

combined with security functions and 

aesthetic design. It features of low cost, high 

security and long life time. There are various 

optional parts for higher security needs, can be 

used in many areas. 

WELDED WIRE MESH FENCE 
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POST 


